§1. FEATURES

This analog quartz watch has an alarm function of reference hand type, in addition to a chrono-
graph function easy to use. '

§2. SPECIFICATIONS

Caliber NO. 0580
Type Analog quartz watch
Module size (mm) 229.7 x5.10t
Accuracy +20 seconds per month on average
(when worn at normali temperatures of 5°C to 35°C)
iIC C/MOS-LSI, 1unit
. Operating temperature range —10°C to +60°C
@ Time adjustment Impossible
Measurement gate 10 sec. y
Chronograph 12-hour measurement and 1/20 second unit .
Alarm

Indication of
Additional functions| ONJOFF - Hand type

Sounding 3-minute snooze type

method * (Sounding for 15 seconds + no sounding for 165 seconds) x 5

times
¢ Indication of ON/OFF

Battery No. 280-44 (SR927W)
Battery ; ;

Battery life Approximately 3 years

{) §3. DISPLAYS AND BUTTONS

Chronograph minute hand

Chronograph second hand
Minute hand

Hour hand

Chronograph hour hand S

Normal crown position

Alarm hand
Alarm switch hand

Second hand or 1/20
second chronograph hand
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§4. SETTING THE TIME

Minute hand

%] Crown 2nd position

Time correction

Hour hand

Second hand

1. Pull the crown out to the 2nd position so that the second hand stops at the (0) position.
2. Turn the crown to set the hour and minute hands.

3. When the crown is pushed back in to the normal position in synchronization with a time signal,
the small second hand begins to run.

§5. SETTTING THE DATE

Crown 1st position
Date correction

1. Pull the crown out to the 1st position.

2. Turn the crown to the left to set the date.
* If the date is set between the hours of around 9:00 PM and 1:00 AM, the date may not change
on the following day.

3. After the date has been set, push the crown back in to the normal position.




§6. USING THE ALARM

Pull button ©. Alarm sounds when the hour hand aligns with the alarm hand.

Hour hand Minute hand

g

Crown 1st position
Alarm hand correction

Alarm indication hand Alarm hand
ON or OFF

[Setting the Alarm Time]
1. Pull the crown out to the 1st position.

2. Turn the crown to the right to set the alarm hand to the desired set time.
The date can be changed by turning the crown to the left.

3. Return the crown to the normal position.
4. Pull out button © to turn the alarm on.
5. The alarm will sound when the hour hand aligns with the alarm hand.

[Switching the Alarm On and Off]
* Pull out the button © to the 1st position: Alarm ON

* Return the button © to the normal position: Alarm OFF

[Turning Off the Alarm]

* Return the button © to the normal position while alarm is sounding, and the alarm sound will -
stop. _

[Lenght of Sounding Time of Alarm]

* “The alarm sounds for 15 seconds, then stops sounding for 2 minutes and 45 seconds.” This
cycle is repeated five times.




§7. USING THE CHRONOGRAPH

* This chronograph is able to measure and display time in 1/20 second units up to a maximum of

12 hours.

* The chronograph 1/20 second hand keeps time continuously for 30 seconds after starting, and
then stops at the O position.

Chronograph minute hand

Chronograph hour hand

Chronograph 1/20 second hand

[Measuring Time with the Chronograph]

1. Press button ®) to change the watch to the chronograph mode.

* The second hand stops at the 0 second position, and changes to the chronograph 1/20 sec-
ond hand.

2. The chronograph can be started and stopped each time button @ is pressed.
* The chronograph 1/20 second hand stops at the 0 second position 30 seconds after starting.
When button @ is pressed to stop the chronograph, the chronograph 1/20 second hand

" advances rapidly to display the measured time.

Chronograph second hand

3. Pressing button ®) to reset the chronograph and all hands return to their O positions.

Reset

®

., Time Measurement

®

Stop

®




§8. RESETTING THE CHRONOGRAPH HANDS
(AFTER REPLACING THE BATTERY)

This procedure should be performed when the chronograph second hand and chronograph 1/20
second hand do not return to the 0 second position after the chronograph has been reset, and
including after the baitery has been replaced. -

Chronograph second hand

%Crown 2nd position

Setting the chronograph hands
Button to the O position

Chronograph minute hand

Chronograph hour hand

Chronograph 1/20 second hand

1. Pull the crown out to the 2nd position.
2. Press button ® to set the chronograph second hand to the 0 position.

3. Press button B) to set the chronograph 1/20 second hand to the 0 position. -
* The chronograph hands can be advanced rapidly by continuously pressing button ® or ®.

4. Once the hands have been zeroed, reset the time and return the crown to its normal position.
5. Press button B) to check that the chronograph hands are reset to the 0 position. '






